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BACKGROUND

On duly 8, 2004, Williams Printing Company (hereafter “Williams’) submitted an application for an air
quality permit to condruct and operate an offset lithographic printing facility in East Point, Georgia The
facility would be an NSR mgor source and the application included a LAER-leve control technology
proposd, a timeline for acquiring emissons offset credits, and the necessary emissions estimates to
arive a an gppropriate VOC emisson limitation.

On March 17, 2005, the Divison issued a Priminary Determination stating that the above proposed
fadility, per Application No. 15473, should be gpproved. The Preliminary Determination contained a
draft Air Qudity Permit that contained the proper emission limitations and established lowest achievable
emisson rate (LAER) controls for the proposed fecility. LAER was determined to be the use of
pollution prevention techniques, which is the use of low VOC inks, fountain solutions, cleaning solvents,
etc. combined with therma oxidetion of the VOC emissons from the hestset lithographic printing
presses.

The Divison requested that Williams place a public notice in a newspaper of generd circulaion in the
aea of the exiging fadlity notifying the public of the proposed modification and providing the
opportunity for written public comment. Such public notice was placed in the Fulton County Daily
Reporter (lega organ for Fulton County) on March 18,2005. The public comment period expired on
April 18, 2005.

During the comment period, comments were received only from the facility. These comments and the
Divison's responses are listed on the following pages.

It isthe Find Determination of the Division that the construction and operation of the proposed Williams
Printing Company facility should be gpproved.

A copy of thefind permit isincluded in Appendix A.



Addendum

The Public Comment period for Application No. 15473 began March 18, 2005 and ended April 18,
2005. Comments were from the facility were received on March 24, 2005. The comments from the
fadility, the responses from the Divison, and Divison changes to the Preiminary Determination are listed
below.

Prdiminary Determination Comments from Williams Printing

1.

Comment

Review of Applicable Rules and Regulations— Page 3

A minor revison is required to correct the reference to the Georgia NSR Rules in the State Rules
section. The correct citation should be 391-3-1-.03(8).

Response

The Divison disagrees with this comment. The correct citation for the New Source Review
provisons was given in the Preiminary Determination (391-3-1-.03(8)c).

Comment

Review of Applicable Rules and Regulations— Page 4

Although the inks and coatings to be used on the new presses will meet the VOC content
limitations of the paper coating regulaions of Georgia Rule 391-3-1-.02(2)(w), it is not clear that
both the paper coating and offset lithography regulations of 391-3-1-.02(2)(ddd) should apply to
this printing operation. We request clarification on the applicability of Georgia Rule 391-3-1-
02(2)(w).

Response

The Divison agrees with this comment. After further investigetion, the Divison has determined that
the coating operations using lithography are not subject to Georgia Rule (w) “VOC Emissons
From Paper Coating.” Rule (w) applies only to roll, knife, rotogravure, and saturation coating, not
lithographic coating.



Comment

Control Technology Review — Printing operations — Volatile Organic Compounds — Page 6

Pease note that the pollution control device that will be ingdled will be manufactured by Tann

Corporation. At the time the permit application was submitted, Tann was doing business under the
name of L& E America. The unit to be indaled, aModd TR1293C regenerdtive thermd oxidizer,
is the same that was specified in the gpplication, athough the nameplate on the oxidizer will identify
it asa Tann unit based on the current name of the company.

Response

The Divison agrees with this comment. The manufacturer of the therma oxidizer will be listed as
Tann.

Comment

Control Technology Review — Printing operations — Vol atile Organic Compounds — Page 7

The retention factor for manua cleaning solvent is shown as 40 percent. The information presented
in the EPA Guiddine Series Contral of Volatile Organic Compounds from Lithographic Printing,
September 1993 (Draft) and Alternative Control Techniques Document: Offset Lithographic
Printing (EPA 453/R-94-054, June 1994) indicates that a 50 percent retention for cleaning solvent
is the gppropriate value. See dso EPA’s recently issued Technical Support Document (TSD) For
TitleV Permitting Of Printing Facilities (January 2005).

In addition, where references have been made to the vapor pressure of cleaning solvents, we
request that the terminology be revised to indicate VOC composte partid vapor pressure,
consistent with the EPA documents referenced above.

Response

The Divison disagrees with this comment. The Alternative Control Techniques Document: Offset
Lithographic Printing (EPA 453/R-94-054, June 1994) uses a 50 percent retention factor for
solvents with a composite partia VOC vapor pressure of less than 10 mm Hg. The Divison uses
guidance from the state of Wisconsin that cites a retention factor of 40 percent for solvents with a
composite partid VOC vapor pressure between 10 mm Hg and 25 mm Hg. The Division is
relying on the guidance from Wisconsin, since the composite partid VOC vapor pressure of the
cleaning solvent given by Williams in its gpplication was between 10 and 25 mm Hg.



5. Comment

Testing and Monitoring Reguirements— Tedting - Page 13

Although the test methods listed in this section are al appropriate and correctly described, not dl
of them will be used to demondrate compliance with the control efficiency as required by the
permit. In particular, Methods 24 and 311 are not necessary components of a destruction
efficiency tedt.

In addition, we request that the method for the determination of VOC concentration be revised to
specify EPA Method 25A, consstent with the gpproach presented in EPA’s April 4, 1995

guidance, “EPA’s VOC Test Methods 25 and 25A” and codified in subpart KK. Per this
guidance, Method 25A can be used for determining outlet concentrations when: 1) an exhaust
concentration of 50 or less parts per million by volume (ppmv) as carbon (C,) is required to
comply with the applicable standard; 2) the inlet concentration and the required level of control

results in an exhaust concentration of 50 or less ppmv as C;; or 3) the high efficiency of the control
device done results in an exhaust concentration of 50 or less ppmv as C;.  (See
http://mwww.epa.gov/ttn/emc/guidind/gd-033.pdf.) In addition, in Situations where Method 25 is not
viable, such as those described in section 1.1 of Method 25, the use of M25A is alowed on both
the inlet and outlet [see 40 CFR 60, Appendix A and 40 CFR 8 63.827(d)(21)(vi)]. Based on our
high required destruction efficiency and experience with regenerative thermd oxidizer systems, the
concentration of VOC in the outlet of the oxidizer will fal below 50 ppm, such that Method 25A is
appropriate.

Response
The Divison disagrees with the request to remove any of the reference test methods from the list
presented in the Prdiminary Determination. These tests are not required, but are merdy
referenced in the Permit and Prdiminary Determination in the event that a specific test has to be
performed o that the Permittee will be able to find and use the correct methodology to perform
the test.
The Division agrees with the request to replace reference test Method 25 with Method 25A.

6. Comment

Testing and Monitoring Reguirements— Monitoring - Page 14

We disagree with the need for duct pressure monitoring for the heatset presses. EPA’s recent
guidance on this issue (Appendix D, Section 2.7 of the Technical Support Document (TSD) For
Title V Parmitting Of Printing Facilities) states:



As long as the dryer is operated at negative pressure, the capture efficiency for VOC
from the heatset lithographic inks and varnishes (coatings) formulated with low
volatility ink oils is assumed to be 100 percent of the VOC (ink oils) volatilized in the
dryer. Therefore, no VOC capture efficiency testing need be performed. If negative
pressure is not maintained in the oven, the resulting emissions into the press room will
be visible smoke. Therefore, no continuous monitoring of a capture system parameter is
required for this kind of press.

Based on this guidance, we request that the duct monitoring provisons be deleted and that the
Heatset Press Dryers section be modified accordingly.

Response

The Divison disagrees with this comment.  The requirement to ingal a pressure drop monitor in
the duct systems of the heatset dryers was implemented to help ensure that the dryers are
maintaining negative pressure when operated. This is not meant to be a requirement to perform a
capture efficiency test. The Division accepts the idea that the dryers with capture 100 percent of
the VOC volatized within the units.

Comment

Explanation of Draft Permit Conditions— Pages 15 and 16

For the reasons given above in our comments on the duct pressure monitoring requirements, we
request that the explanation of Condition 5.2 be deleted.

Since Condition 7.10 limits the emissons from the facility to 44.3 tons of VOCs per rolling 12-
months, we see no need for a separate monthly emissons limit that is ane-twdfth of the annua
total. Printing operaions are seasond, based on customer demand. Imposing a monthly limit is
unnecessary from a NSR perspective as the rolling 12-month limitation provides for a practicaly
enforcedble limitation. A monthly Imit of one-twelfth of the annua totd would, in fact be a
sgnificantly more gringent limitation than the rolling 12-month total. We request this provision be
deleted.

Response

The Dividon disagrees with this comment. The requirement of Condition No. 5.2 to ingtdl a
pressure drop monitor is being imposed as ameans to help ensure that the heatset press dryers will
maintain negative pressure and 100 percent capture efficiency. The reportable monthly emisson
vaue given in Condition No. 7.10 is not an emisson limit. Thisis amply an indicator thet, if the
facility continues emitting the indicated pollutant a that quantity or greeter, the facility will exceed
the 12 month ralling total emission limit imposed in Condition No. 2.1. Williams has indicated that
its busnessis seasond; therefore, the months that the reportable emisson vaue is exceeded should



be compensated for during months during which production is lower.
Permit Comments from Williams Printing

1. Comment
Condition 2.4

As discussed in our comments on the Preliminary Determination, where references have been made
to the vapor pressure of cleaning solvents, we request that the terminology be revised to indicate
VOC composite partia vapor pressure, consistent with EPA terminology.

To avoid confusion, we request that the fountain solution VOC content limitation be revised to
cealy dae this limit is for the as-gpplied materids. Fountain solutions are purchased in a
concentrated form, and then diluted for use on press. Clarification that the limit applies to the as-
used materid will ensure that the limitation is not ingppropriatdy gpplied to the fountain solution
concentrate.

As noted in our comments on the Prdiminary Determination, we request claification on the
applicability of Georgia Rule 391-3-1-.02(2)(w) and, if appropriate, that references to this
regulation be deleted from this and subsequent conditions.

Response
The Division agrees with this comment and the Condition has been revised per Williams

request. Condition 2.4 and any subsequent references to vapor pressure will be corrected to
refer to VOC composite partial vapor pressure. After further investigation, the Division has
determined that the coating operations using lithography are not subject to Georgia Rule (w)
“VOC Emissions From Paper Coating.” Rule (w) applies only to roll, knife, rotogravure,
and saturation coating, not lithographic coating.

2. Comment
Condition 3.2

This condition contains a reference to Condition No. 2.4. It appears that the correct reference
should be to Condition No. 2.1

Response
The Division agrees with this comment and the Condition has been revised per Williams
request.

3. Comment

Condition 5.1.a



It is unclear what the phrase “at a pogition prior to any substantial heet loss/exchange’” means. We
request its deletion from this condition.



Response
The Division disagrees with this comment. The phrase “ at a position prior to any substantial

heat loss/exchange” refers to placing the temperature monitor at a location that will give an
accurate, representative combustion zone temperature reading. No change to the Condition
has been made.

4. Comment
Condition 5.2

Consgtent with our comments regarding duct pressure monitoring in the Preliminary Determination,
we do not believe that continuous monitoring of this parameter is warranted nor will it provide any
useful information. We request deletion of this condition.

Response
The Division disagrees with this comment. The heatset press dryers are assumed to have 100

percent capture of VOC emissions originating in them as long as a negative pressure relative
to the surrounding press room is maintained within the dryers. The requirement to install a
device to monitor pressure drop in the duct system of the heatset press dryersis meant to
ensure that the dryers are maintaining a vacuum, and is not a requirement to perform a
capture efficiency test, since 100 percent capture efficiency is already assume provided that
negative pressure can be demonstrated. No change to the Condition has been made.

5. Comment
Condition 6.3

As noted in our comments on the testing section of the Preiminary Determination, although the test
methods listed in this section are dl gppropriate and correctly described, not dl of them will be used
to demongrate compliance with the control efficiency as required by the permit. In particular,
Methods 5, 9, 18 and 24 are not necessary components of a destruction efficiency test. In addition,
we request that the method for the determination of VOC concentration be revised to specify EPA
Method 25A, consistent with the gpproach presented in EPA guidance.

Response
The test methods listed in Condition No. 6.3 are methods that can be referenced by the

facility, and are not required to be performed during the initial performance test. As such,
none of the test methods listed in the Condition are being removed. The only changes to the
Condition is substituting reference test Method 25 for Method 25A, and replacing Method 18
for Method 311 for the determination of HAP content..

6. Comment



Condition 6.4

This condition requires a compliance test within 60 days after achieving the maximum production
rate at which the source will be operated, but no later than 120 days after the initid startup of the
regenerative thermd oxidizer. Based on our current schedule, we anticipate the firg of the two
hestset web offset presses will begin operation with the regenerative therma oxidizer in place on
gpproximately June 20. The ingdlation of the second heatset web offset pressis not scheduled to
begin until approximately November 1, with gtart-up not anticipated until gpproximately January 1,
2006.

Since the commencement of operation of the second press will fal outsde the 120-day testing
window included in tis condition, we request verification that testing of the regenerative thermd

oxidizer with asingle pressin operation within the specified time period following sart-up of the first
web press will satisfy the testing requirement of this permit. Should the Air Protection Branch desire
a test with both presses in operation, we request that Condition 6.4 be revised to extend to time
period for conducting the test so a sSingle test can be conducted in 2006, following the start-up of
the second press, to avoid the need to conduct repesat testing on the oxidizer.

Response
The Division disagrees with this comment. The requirement to conduct the performance test

is reasonable since one of the heatset presses will be in operation at the required time for
testing and is needed to ensure proper operation of the regenerative thermal oxidizer to
control VOC emissions from that press. This Condition has been reworded to require testing
after achieving maximum production rate on each press or 120 days after the installation of
each press. This change in Condition wording has been made to account for the staggered
installation of the heatset presses and to ensure that the oxidizer will operate correctly after
initial startup and after the addition of the second heatset press.

7. Comment

Condition 7.1

This and severa subsequent conditions cite Georgia Rule 391-3-1-.03(10)(d)1(i) as the authority.
Since thisregulation isfor Title V operating permits, we request clarification asto the gpplicability of
the cited requirements to this facility prior to a Title V permit being issued.

Response
The Division agrees with this comment and the citations for Condition Nos. 7.1, 7.2,7.4, and

7.5 have been changed.

8. Comment



Condition 7.3

We see no vaue in reporting operating hours as part of the information required by this condition
and request that Condition 7.3.b be deleted.

Response
The Division disagrees with this comment. The requirement to report operating times of

emission units is part of the standard reporting requirements for every major source in
Georgia. This Condition has not been changed.

. Comment

Condition 7.6.c

We agree that reporting periods of operation when the oxidizer temperature is below that required
to meet the destruction efficiency is gppropriate. However, as noted above, we do not believe duct
pressure monitoring is relevant and, therefore, do not believe that the reference to Condition No.
5.2 and the arbitrary pressure level should be included in this condition. Additiondly, as there are
no HAP emisson limits esewhere in the permit, we question the basis and need for reporting
monthly HAP emissions that exceed the listed values. If a HAP reporting requirement is deemed
necessary, we would propose that the levels be set a 10 tons per individua HAP and 25 tonstotal
HAP on aralling 12-month total, smilar to the VOC reporting requirements of Condition 7.6.b.i.



10.

11.

Response
The Division disagrees with the request to remove the pressure drop excursion value from

Condition No. 7.6(c)iii. This excursion value is in place to ensure that the heatset press
dryers are maintaining negative pressure in order ensure 100 percent capture of the VOC
emissions fromthe dryers. That portion of Condition No. 7.6(c)iii has not been changed.

The Division agrees with the request to remove the HAP emission excursion values in
Condition No. 7.6(c)i. Sncethereisno HAP emission limits placed on the facility, aslong as
the facility does not exceed the major source emission limits for HAP emissions, no excursion
reporting values should be imposed. Condition No. 7.6(c)i has been removed.

Comment

Condition 7.9

As explained in our comments on the Explanation of Draft Permit Conditions section of the
Preiminary Determination above, we disagree with the need for amonthly VOC emissons limitation
and any reporting associated with monthly emissons that exceed that vaue. The requirements of
Condition 7.10 address any applicable excess emissions reporting requirements.  We request
revison of Condition 7.9 to delete the notification requirement.

Response
The Division disagrees with this comment. The notification requirement of Condition No. 7.9

does not contain any emission limitation. The reportable emission value given in that
Condition is simply an indicator that, if the facility continues emitting the indicated pollutant
at that quantity or greater, the facility will exceed the 12 month rolling total emission limit
imposed in Condition No. 2.1. Williams has indicated that its business is seasonal; therefore,
the months that the reportable emission value is exceeded should be compensated for during
months during which production islower. No change to the Condition has been made.

Comment

Condition 7.11.9

It is unclear what the term ‘Non-press related VOC emissions’ (and “Non-press related HAP
emissons’ in Condition 7.14.9) refersto. We request deletion of these terms.

Response
The Division disagrees with this comment. The term “Non-press related VOC/HAP

emissions’ in the equations of Condition Nos. 7.11(g) and 7.14(g) relate to any VOC/HAP
emissions not covered in any other Condition in the Permit. These emissions must be
accounted for, and the aforementioned phrase in the equations serves that function. No



change to the Condition has been made.



12. Comment
Condition 8.3

In order to maintain production capacity, we will begin indalation of equipment at the new location
on North Commerce Drive in East Pont and start limited print operations during the period that the
current Williams Spring Street facility in Atlanta is shutting down. Therefore, a period of trangtion
will be required during which printing operations will occur at both locations. During the sart-up
phase of the new location prior to complete closure of the exiding facility (lae May to early
August), emissions from the East Point |ocation are anticipated to be no more than 10 tons of VOC.
Since we hold a Certificate of Emisson Reduction Credit (ERC-0038-VOC) in the amount of 40
tons of VOC, the emissions credits we have obtained will be more than adequate to offset the
emissons form the new facility during start-up. Upon find closure of the operations at the Atlanta
location, the additiona, documented shutdown credits of 19.5 tons from the historic operation of the
Spring Street facility will become available for offseting emissons from the ongoing operation of the
Eadt Point facility.

We request that Condition 8.3 be revised to delay the revocation of the Spring Street permit
(Georgia Air Qudity Permit No. 2752-060-12167) until at least 90 days following the initid dart-
up of the East Point facility to alow for equipment relocation and gtart-up during this trangtiond
period. As necessary, we will provide information on emissions and equipment start-ups and shut-
downs during this period to document compliance with the conditions of this permit.

Response
The Division agrees with this comment and the Condition has been changed per Williams

request.

Other changes made

Condition 6.3 has been changed to remove Method 18 and incorporate Method 311 for
determination of HAP content.

Condition No. 7.15 is added to require naotification of the startup of each heatset lithographic
printing press.
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